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Attach Side Fascia

Attach Fascia Clips and Corners

Fig. 16

Fig. 14

Fig. 15

A. 	 Secure top of pans to front fascia with fascia clips (Part 8). Place top of clip over top leg in fascia where pans connect 	 	
	 together and secure using #10 x 3/8” sheet metal screw (Part 16).

B. 	 Attach the corner angle (Part 10) to the front (Part 4) and side fascia (Part 3) using the socket drive and four #8 x 5/8” tek 	
	 screws. (Part 18A)
			 
C. 	 Fasten the corner angle (Part 10) to the side fascia (Part 3) only at wall location with two #8 x 5/8” tek screws. (Part 18A)

A. 	 Place the top flange of the side fascia (Part 3) over the top flange of the hanging channel (Part 1) at the wall. (Fig. 14)

B. 	 Place the top flange of the side fascia (Part 3) under the top flange of the front fascia (Part 4).

C. 	 Using adaptor and # 10 x 3/8” sheet metal screw (Part 16), fasten the side fascia (Part 3) to the hanging channel (Part 1) 	
	 and front fascia (Part 4). Also fasten at approx. 24” spacing to panel. (Fig. 15).

Patio Care and Maintenance
Your patio cover has a paint finish to resist the effects of damaging weather and aging. It is recommended you 
clean your patio cover at least twice a year by using a soft brush and mild detergent and wash off with water.

(Part 8)


