












Install Roof Panels

A.	 Install first panel as shown in Fig. 9. Be sure to press panel into foam gasket. 
	 End of panel with prepunched hole atttaches to the front fascia (Part 4).

B. 	Install last panel in same manner. Be sure male side of panel ends are flush with 
	 hanging channel and front fascia. (Fig. 10).

C.	 Move fascia assembly side to side so that first panel is square to fascia board or wall.

D. 	Attach square post at ground.
	 1.	 For surface mounting to top of slab: Mark post postion on slab. Insure that post are 	
	 	 plumb in both directions. Using the pre-drilled holes in bottom bracket as a 	
	 	 guide, mark both holes on slab. Drill 3/8” diameter holes in slab and 
	 	 fasten bottom post bracket to slab with two 3/8” x 2-3/4” anchors.

E.	 Remove sheet metal screw (Part 16) from first panel (Part 9) the side with 
	 the male lock at front fascia (Part 4).

F.	 Install second panel as shown (Fig. 11) following the directions of 
	 the arrows in numerical order.

G. You must adjust the interlocking joint between 
	 the two panels to align with the 12” marks on the 
	 hanging channel and the front fascia. (Fig. 12).

Fig. 9

Fig. 10

H.	 See (Fig. 11) and fasten first panel (Part 9) 
	 at hanging channel (Part 1) with # 10 x 3/8” 
	 sheet metal screws (Part 16). 
	 Fasten first panel at front fascia 
	 thru prepunched holes into  
	 front fascia. (Fig. 9).

I. 	 Install third panel (Part 9) in same 
	 manner as second panel (Part 9). 
	 Fasten second panel (Part 9) in same 
	 manner as first panel. Caulk panel ends 
	 to foam rubber gasket. (Fig. 11).

J. 	 Install preformed flashing (Part 11) into grove on hanging 
	 rail (Part 1-A). Position over first and second panels 
	 (Part 9). Bend tabs down so they fit snug to surface of 
	 roof panel. Screw flashing (Part 11) to peaks of Roof 
	 panels (Part 9) using # 10 x 3/8” sheet metal screws 
	 (Part 16). Caulk (Part 20) the top of screw heads. (Fig 13).

K. Repeat above steps until last panel is reached. Remove the last panel 
	 and fasten as previously described.
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Attach Side Fascia

Attach Fascia Clips and Corners

Fig. 16

Fig. 14

Fig. 15

A. 	 Secure top of pans to front fascia with fascia clips (Part 8). Place top of clip over top leg in fascia where pans connect 	 	
	 together and secure using #10 x 3/8” sheet metal screw (Part 16).

B. 	 Attach the corner angle (Part 10) to the front (Part 4) and side fascia (Part 3) using the socket drive and four #8 x 5/8” tek 	
	 screws. (Part 18A)
			 
C. 	 Fasten the corner angle (Part 10) to the side fascia (Part 3) only at wall location with two #8 x 5/8” tek screws. (Part 18A)

A. 	 Place the top flange of the side fascia (Part 3) over the top flange of the hanging channel (Part 1) at the wall. (Fig. 14)

B. 	 Place the top flange of the side fascia (Part 3) under the top flange of the front fascia (Part 4).

C. 	 Using adaptor and # 10 x 3/8” sheet metal screw (Part 16), fasten the side fascia (Part 3) to the hanging channel (Part 1) 	
	 and front fascia (Part 4). Also fasten at approx. 24” spacing to panel. (Fig. 15).

Patio Care and Maintenance
Your patio cover has a paint finish to resist the effects of damaging weather and aging. It is recommended you 
clean your patio cover at least twice a year by using a soft brush and mild detergent and wash off with water.

(Part 8)


